
APC APCRBC105
Replacement Battery Cartridge · Specification summary

Battery voltage 12V

Battery capacity 9AH

Battery chemistry Lead-acid

Product or Component
Type

Replacement battery cartridge

Number of cables 1

Battery Type Lead-Acid battery

Provided Equipment All required connectors, Battery recycling guide, Metallic battery tray or
enclosure, Reusable packaging, Installation guide

Battery Slots Empty 0

Included Battery Modules 0

Device mounting Enclosed battery cartridge

Additional information The SUA48RMXLBP3U requires two(2) APCRBC105..

RBC Quantity 1

Height 4.3 in (108 mm)

Width 6.5 in (165 mm)

Depth 22.5 in (572 mm)

Net Weight 54.12 lb(US) (24.55 kg)

Mounting Mode Not rack-mountable

Ambient Air Temperature
for Operation

32…104 °F (0…40 °C)

Operating altitude 0...10000 ft

Relative Humidity 0…95 %

Ambient Air Temperature
for Storage

23…113 °F (-5…45 °C)

Storage altitude 0…50000 ft (0…15240 m)

Storage Relative Humidity 0…95 %

Specifications are summarised from the manufacturer's published information (checked 2026-10-26). They describe the
cited version only. Confirm the exact model, suffix and supplied revision before ordering. ISD confirms supply, price,
availability and warranty separately.
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