
Hikvision DS-1100KI(C)
Network Keyboard · Specification summary

Network Interface RJ-45 100 M/1000 M self-adaptive Ethernet interface × 1

Wi-Fi Not supported

USB Interface Type USB 2.0 × 1

Serial Interface RS-485, RS-422

Power Supply 12 VDC

Power Consumption ≤ 15 W

Dimensions (W × H × D) 435 mm × 193 mm × 110 mm (17.13 inch × 7.60 inch × 4.33 inch) (L ×
W × H)

Gross Weight 3.42 kg (7.54 lb.)

Working Temperature -10 °C to 55 °C (14°F to 131°F)

Working Humidity 10% to 90%

Control Method Network method, serial control

Display 7 inch LCD

Joystick 4-axis single button joystick

Audio Input Interface 3.5 mm stereo, supporting the audio communication

Audio Output Interface
Type

3.5 mm stereo, supporting the audio communication

System Linux system

Decoding Performance 4 × 1080p

Obtained Certification CE EMC,CB,CE LVD,IC VOC, EAC,RCM,FCC
SODC,UL,CE-ROHS,WEEE,REACH

FCC Part 15 Subpart B,ANSI C63.4-2014

CE EN 55032:2015+A1:2020, ENIEC61000-3-2:2019+A1:2021, EN
61000-3-2:2013+A1:2019, EN 50130-4:2011+A1:2014,EN
55035:2017+A11:2020

Specifications are summarised from the manufacturer's published information (checked 2026-10-27). They describe the
cited version only. Confirm the exact model, suffix and supplied revision before ordering. ISD confirms supply, price,
availability and warranty separately.
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