
Hikvision DS-1600KI(B)
Network Keyboard · Specification summary

USB Interface 2 × USB 2.0

Network Interface 10M/100M/1000M adaptive ethernet port; WiFi: Supported

Working Temperature -10 to +55° C (14 to 131° F)

Working Humidity 10% to 90%

Net Weight 1.7 kg (3.75 lb)

Dimensions (W × H × D) 404 mm × 163 mm × 180 mm (15.91" × 6.42" × 7.09")

Power Consumption ≤15 W

Power Supply 12 VDC/PoE

Display 10.1" TFT LCD touchscreen, Resolution: 1280 × 800

Joystick 4-axis joystick

Video Output Interface
Type

1 ×HDMI, 1 ×DVI

Audio Input Interfaces 1-ch, 3.5 mm connector (2.0 Vp-p, >1 KΩ)

Audio Output Interfaces 1-ch, 3.5 mm connector (2.0 Vp-p, 600 Ω)

Video Decoding Format H.264, H.264+, H.265, H.265+, MPEG4

Video Decoding Capability 1 channel of 4K@30fps, or 4 channels of 1,080P@30fps

Obtained Certification CE-EMC/CE-LVD/ROHS/CB/UL/FCC-SDoC/RCM/BIS

Specifications are summarised from the manufacturer's published information (checked 2026-10-27). They describe the
cited version only. Confirm the exact model, suffix and supplied revision before ordering. ISD confirms supply, price,
availability and warranty separately.
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