I S D IS Distributions Sdn. Bhd. PRODUCT INFORMATION

MANUFACTURER / Hikvision

DS-2DF8225IH-AELW

PTZ Camera

TECHNICAL SPECIFICATIONS

Image Sensor Two 1/2.8" progressive scan CMOS
Max. Resolution 1920 x 1080

Day & Night Controlled by dual-sensor

Material Aluminum alloy

Working Temperature Temperature: -40°C to 70°C
Working Humidity Humidity: < 90%

Specifications from the manufacturer product page. The complete model is explicitly identified in its available-model list.

MANUFACTURER SOURCE

https://www.hikvision.com/en/products/IP-Products/PTZ-Cameras/Ultra-Series/ds-2df8225ih-ael-w-/

Manufacturer Specification table, Image Sensor; Manufacturer Specification table, Max. Resolution; Manufacturer Specification table, Day & Night;
Manufacturer Specification table, Material; Manufacturer Specification table, Working Temperature; Manufacturer Specification table, Working Humidity

Prepared by ISD from the manufacturer source listed above.

isdsb.com.my 25 October 2026 ISD-B7-563-EN | 1/1


https://www.hikvision.com/en/products/IP-Products/PTZ-Cameras/Ultra-Series/ds-2df8225ih-ael-w-/

