Hikvision DS-2SE2C400MWG-E/14 Fp—

TandemVu 4MP+4MP Fixed Lens PoE PT Network Camera -
Specification summary

HIKVISION
C—

Image Sensor [Bullet channel] 1/2.8" Progressive Scan CMOS [PTZ channel] 1/2.8"
Progressive Scan CMOS

Max. Resolution [Bullet channel] 2560 x 1440, [PTZ channel] 2560 x 1440

Aperture [Bullet channel] F1.6, [PTZ channel] F1.6

Supplement Light Range [Bullet channel]: up to 30 m, [PTZ channel]: up to 30 m

Wide Dynamic Range Digital WDR

(WDR)

Video Compression Main stream: H.265/H.264/Smart264/Smart265, Sub-stream:
H.265/H.264/M)PEG

Protection IP66 Standard, Surge Protection and Voltage Transient Protection

Dimension 134 mm %X 213.5 mm X 291.7 mm (5.3" x 8.4" x 11.5")

Specifications are summarised from the manufacturer's published information (checked 2026-10-26). They describe the
cited version only. Confirm the exact model, suffix and supplied revision before ordering. ISD confirms supply, price,
availability and warranty separately.

IS Distributions Sdn. Bhd., Kuching, Sarawak -
https://www.isdsb.com.my/product-hikvision-accessory-ds-2se2c400mwg-e-14.html



