
Hikvision DS-7616NI-M2
· Specification summary

Recorder family M Series 8K network video recorder

IP camera inputs Up to 16 channels

Incoming bandwidth Up to 256 Mbps

HDD interfaces Up to 2 SATA interfaces for drive connection

IP Video Input 16-ch Up to 32 MP resolution *: After ultra HD resolution mode is enabled,
the NVR supports up to 8-ch 32 MP/24 MP IP video inputs.

Outgoing Bandwidth 256 Mbps

HDMI Output 8K (7680 × 4320)/30Hz, 4K (3840 × 2160)/60Hz, 4K (3840 × 2160)/30Hz,
2K (2560 × 1440)/60Hz, 1920 × 1080/60Hz

VGA Output 1920 × 1080/60Hz

Video Output Mode HDMI/VGA independent output

CVBS Output 1-ch, BNC (1.0 Vp-p, 75 Ω), resolution: PAL: 704 × 576, NTSC: 704 × 480

Audio Output 1-ch, RCA (Linear, 1 KΩ)

Two-Way Audio 1-ch, RCA (2.0 Vp-p, 1 KΩ, using the audio input)

Decoding Format H.265+/H.265/H.264+/H.264

Recording Resolution 32 MP/24 MP/12 MP/8 MP/6 MP/5 MP/4 MP/3 MP/1080p/UXGA/720p/VGA
/4CIF/DCIF/ 2CIF/CIF/QCIF *: After ultra HD resolution mode is enabled,
the NVR supports up to 8-ch 32 MP/24 MP IP video inputs.

Synchronous Playback 16-ch

Decoding Capability 2-ch@32 MP (30 fps)+2-ch@8MP(30fps)/10-ch@8 MP (30 fps)/20-ch@4
MP (30 fps)/40-ch@1080p (30 fps)

Dual-Stream Recording Support

Stream Type Video, Video & Audio

Remote Connection 128

Network Interface 2, RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface

Camera Access Protocol ONVIF(Version 2.5), RTSP

SATA 2 SATA interfaces

Capacity Up to 16 TB capacity for each disk

Alarm In/Out 4/1

USB Interface Front panel: 1 × USB 2.0; Rear panel: 1 × USB 3.0

Power Supply 12 VDC, 3.33 A

Consumption ≤ 15 W (without HDD)

Working Temperature -10 °C to 55 °C (14 °F to 131 °F)

Working Humidity 10% to 90%



Dimension (W × D × H) 384 × 317× 52 mm (15.1" × 12.5" × 2.0")

Weight ≤ 3 kg (without HDD, 2.2 lb.)

FCC Part 15 Subpart B, ANSI C63.4-2014

CE EN 55032:2015+A1:2020, ENIEC61000-3-2:2019+A1:2021, EN
61000-3-3:2013+A1:2019, EN 50130-4:2011+A1:2014, EN
55035:2017+A11:2020

1 LAN 1 and LAN 2 interfaces

Specifications are summarised from the manufacturer's published information (checked 2026-10-07). They describe the
cited version only. Confirm the exact model, suffix and supplied revision before ordering. ISD confirms supply, price,
availability and warranty separately.
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